JCP&L Clean Comfort Program Building Decarbonization

Decommissioning Checklist Guidance

Instructions

This guidance form must be completed and submitted for each eligible Clean Comfort full heating displacement project.
All applicable checklist items must be completed for each section. All work should be completed in compliance with local,
state, and national rules, regulations, and building codes, which supersede any statements or requirements below.

Complete Removal or Decommission: (select one)

Complete Removal of Appliance
[0 Completely remove the space heating appliance from the premises. Remove domestic hot water (DHW) appliance if no longer being used.

Decommissioning

[0 Completely and permanently disable the space heating appliances (i.e., remove burner assemblies, electrical connections, fans,
and pumps).

[ Alternative Scenario: If a boiler is remaining to provide indirect DHW: cut, cap, and seal distribution lines and remove zone valves
and pumps. Test and resize flue vent if needed; Critical Life Safety step (see Exhaust Vents section below) must also be completed.

All Project Types: All steps must be completed unless otherwise specified.
Exhaust Vents (select one)

[0 Permanently remove and seal exhaust vent openings with rigid metal caps and fasteners, or repair wall penetration if exhaust vent is fully
removed.

[ Critical Life Safety: If decommissioning or removal work leaves a DHW appliance sharing the same exhaust vent (orphaned water heater),
measure draft pressure, conduct spillage test, and confirm if the DHW system’s exhaust vent needs to be resized. Local, state, and IFGC
2021 code must be followed.

Distribution (at least one of the following must be completed)

[ If the existing system is a forced air system and the ductwork is no longer used, disconnect or remove existing ductwork and seal all
supply and return registers and/or all penetrations in the building envelope.

O If the existing system is a boiler system, drain and deenergize zone circulator pumps and cap all circulation pipes.

O If the existing ducted distribution system needs reconfiguration, attach Manual D or supporting documentation if pursuing the Clean
Comfort distribution improvement incentive.

Electric and Other Safety Measures

[ Disconnect appliance power supply and remove visible wiring to the decommissioned or removed appliance.

1 Deenergize thermostat(s) if it will not be used to control new heat pumps.

[ If any combustion appliance remains, or if there is an attached garage, ensure functioning CO detectors exist.

Fuel Type Dependent Items: All steps per fuel type must be completed.
Delivered Fuels (Oil, Propane)

[ Disconnect and remove all visible fuel lines to the decommissioned appliance (including the oil filter) and cap with a threaded fitting.
[ Verify that the fuel storage tank has been removed from the property, or any fuel storage tanks remaining on the property that will no
longer be in use are capped in accordance with all applicable federal, state, and municipal laws, regulations, and codes. Customers

must acknowledge that they will notify the fuel delivery company of change in service to prevent inadvertent delivery.
Natural Gas Systems
[ Disconnect and remove visible fuel line to the appliance valve and cap with a press fitting or threaded fitting using thread sealant.

I If there are no remaining natural gas appliances on site, remind the customer to notify their natural gas provider.
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JCP&L Participating Contractor Attestation

| attest that | have performed all relevant tasks as outlined on this checklist and that may be otherwise required by law governing

the project installed for the customer providing attestations below, and | have informed the customer of decommissioning requirements
and best practices. | have educated the customer on the objective of the JCP&L Clean Comfort Program to minimize the use of heating
fuels, and about how to operate and maintain the installed system as the primary heating system.

I have provided the customer with printed product warranty, operation and maintenance instructions, as well as my contact information.

I acknowledge that all other participating contractor expectations are met as stated in the JCP&L Clean Comfort Program terms
and conditions.

Contractor Signature Date Print Name

Contractor Company Name Address

JCP&L Customer Attestation

| attest that | have performed all relevant tasks as outlined on this checklist, and the contractor has informed me of decommissioning
requirements and best practices.

I acknowledge that all other customer expectations are met as stated in the JCP&L Clean Comfort Program terms and conditions.

Customer Signature Date Print Name

Installation Address:
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